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ENGINE

Type: ..........liquid-cooled, inline three
Valvetrain: ....DOHC, 4 valves per cyl.,

adjusting shims under buckets
Size: ........................................1050cc
Bore/stroke: ............79mm x 71.4mm
Comp. ratio: ............................12.0:1
Fuel system: ............Keihin multipoint

sequential electronic fuel injection,
44mm throttle bodies

Exhaust:....................................3–1–2 

DRIVETRAIN

Transmission: ......................6-speed
Final drive: ..............X-ring 530 chain
RPM @ 65 mph*/redline ..4700/9500
*actual, not indicated

DIMENSIONS

Wheelbase: ................................56.2"
Rake/trail ............................23.5°/3.3"
Ground clearance: ........................5.4"
Seat height :................................32.5"
GVWR: ..................................884 lbs.
Wet weight: ......................487.5 lbs.
Carrying capacity: ..............396.5 lbs.

SUSPENSION

Front: 45mm inverted cartridge forks,
dual rate springs, preload, 

compression and rebound adjustable,
4.72" travel

Rear: ......................monoshock w/adj. 
preload, compression and rebound

damping, 5.51" travel

BRAKES

Front: ....................dual 320mm discs,
Nissin four-piston radial-mount

calipers
Rear: ..............................255mm disc,

twin-piston caliper

TIRES & WHEELS

Front: ................120/70ZR17 Michelin 
Pilot Power on 3.50" x 17" wheel

Rear: ................180/55ZR17 Michelin 
Pilot Power on 5.50" x 17" wheel

ELECTRICS

Battery: ..............................12V, 12AH
Ignition: ....................digital-inductive
Headlight: ........................2 x 60/55W

FUEL

Tank capacity: ......................4.75 gal.
Fuel recommended: ..........89 (R+M/2)
High/low/avg.mpg:......43.1/33.3/40.6

MISCELLANEOUS
Instruments: ....Digital speedo, analog
tach, digital clock, coolant temp. and

trip computer functions (ave. mpg,
instantaneous mpg, journey time,

jouney dist., max. speed, ave. speed)
Indicators: .............. Hi-beam, neutral
turnsignal, oil press., EFI fault, low fuel,

high coolant temp., programmable 
shift lights

MSRP: ....................................$9,999
Routine service interval:........6000 mi.
Valve adj. interval:..............12,000 mi.
Warranty:......24 mo., unlimited miles,

transferable
Colors: ..............Jet Black, Neon Blue, 

Scorched Yellow, Fusion White

PERFORMANCE

Measured top speed ......143.4 mph
0–1/4 mile ..................10.82 sec.

@ 125.01 mph
0–60 mph ....................3.25 sec.
0–100 mph ..................6.98 sec.
60–0 mph ......................104.75'
Power to Weight Ratio ........1:4.42
Speed @ 65 mph indicated: ....61.7

STANDARD MAINTENANCE
Item Time Parts Labor
Oil & Filter ................0.3 ..........$12 + $48 ....$18.00
Air Filter ....................0.5 ..........$28.61 ..........$30.00
Valve Adjust ............3.25 ..........$42.96 ........$195.00
Battery Access ........0.10............MF ................$6.00
Final Drive................0.10 ..................................$6.00
R/R Rear Whl. ..........0.2 ................................$12.00
Change Plugs ...........0.50..........$43.50 ..........$30.00
Snych EFI ................0.75 ..............................$45.00
Totals 5.7 $175.07 $342.00

Low end ::::;

Mid-range ::::;

Top end ::::;

The best Speed Triple
motor yet, the previous
955cc motor is stroked to
1050cc and equipped with
Keihin double-butterfly EFI
for a perfectly linear
power delivery with great
response and massive
torque across the range…
plus it sounds great!

TEST NOTES
PICKS

: Wonderful engine note
: Best 60 mph–0 braking MCN has ever tested
: Firm but responsive suspension and neutral handling

PANS
:: Terrible mirrors, way too narrow
:: High muffler position prevents the use of soft saddlebags
:: Absurdly high passenger peg position
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RPM, THOUSANDS

110.4 hp

69.5 lb. ft.
•

•

DYNAMOMETER DATA

:::::

:::::

:::::

:::::

:::::

:::::

:::::

:::::

:::::

:::::

:::::

M/C RATING SYSTEM
EXCELLENT
VERY GOOD
GOOD
FAIR
POOR :::::

––––––Open Standard––––––
Engine :::::

Transmission :::::

Suspension :::::

Brakes :::::

Handling :::::

Styling ::::.

Riding Impression ::::;

Instruments/Controls ::::.

Attention to Detail ::::.

Value ::::;

OVERALL RATING ::::.

2006 Triumph Speed Triple
SPECIFICATIONS AND PERFORMANCE DATA
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A: front of bike
to rear most
seating position.

B: front of bike to
center of handgrip.

C: front of bike to
center of footpeg.

D: ground to center
of handgrip.

E: ground to center 
of footpeg.

F: ground to lowest 
point of seat.

              


